
R.C.L. 1000 is a revolutionary thin 
�lm, high load lubricant that protects 
and prolongs the life of equipment.

R.C.L. 1000’s primary bene�ts:

Resists rust & corrosion
Designed for thin �lm, heavy load 

         lubrication.
Greatly reduces  friction and drag
Reduces metal wear by forming a high 

         strength boundary �lm
Prolongs operating life
Is compatible with typical seals, except 

        EPDM
Is designed to withstand corrosive 

         environments
Speeds drilling and tapping; cutting 

         edges remain sharp longer
Displaces water

Ideal for:

Rapid Penetration of Rusted and Seized Parts for Easy 
Separation
Works Even in Wet Conditions
Pleasant Aroma
Prevents Rusting and Oxidation

Typical Properties of R.C.L. 1000

Appearance Light Amber Translucent

Viscosity  8 cSt @ 400C

Density  0.84 g/ml  (200C/680F)

Flash Point  2660F (1300C)

Pour Point  -400F (-400C)

R.C.L 1000 is available in the following convenient sizes:

17 oz. Aerosol (482 gram) Spray Can
500 Milliliter (16.9 oz.) Bottle
5 Liter (1.4 Gallon / 175 oz.) Jug
20 Liter (5.5 Gallon / 700 oz.) Pail

Aerosals contain no ozone depleting ingredients.
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LHP-454 IS THE COMPLETE MULTIFUNCTIONAL PERFORMANCE ADDITIVE FOR UNLEADED GASOLINE PROTECT AND PROLONG EQUIPMENT LIFE AND PROVIDE HEAVY DUTY PENETRATION OF RUSTED PARTS  

Penetrating Fluid 2000 is a speci�cally 
designed for heavy duty penetration of 
rusting parts, even in wet conditions.

Penetrating Fluid 2000’s primary bene�ts:

Heavy duty performance
Designed for rapid, deep penetration of 

         rusted or seized parts
Excellent surfactancy
Penetrates in wet conditions
Water soluble
Reduces sheer strength of rust particles 

         at metal interface, minimizing the amount 
         of force needed

Easily mistable
Pleasant aroma

Ideal for:

Rapid Penetration of Rusted and Seized 
          Parts for Easy Separation

Works Even in Wet Conditions
Pleasant Aroma
Prevents Rusting and Oxidation

Typical Properties of Penetrating Fluid 2000

Appearance Light Amber Translucent

Viscosity  4 cSt @ 400C

Density  0.81 - 0.84 g/ml  (150C/590F)

Flash Point  2030F (1000C)

Pour Point  -170F (-270C)

Pen 2000 is available in the following convenient sizes:

17 oz. Aerosol (482 gram) Spray Can
500 Milliliter (16.9 oz.) Bottle
5 Liter (1.4 Gallon / 175 oz.) Jug
20 Liter (5.5 Gallon / 700 oz.) Pail

Aerosals contain no ozone depleting ingredients.
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D I S T R I B U T E D   B Y

Power Up Products Application Quick Reference Chart

Component NNL-690 NNL-690G Hydra Maxx

Gasoline Engines 3 - 5% 3 - 5%

Diesel Engines 3 - 5% 3 - 5%

Engines requiring Low-Ash / Ashless Oil 3 - 5%

Small, air or water cooled two-stroke engines 3% (in 2-stroke oil) 3% (in 2-stroke oil)

Automatic Transmissions 1% 1% 1%

Standard Transmissions Using EP Gear oil 5%

Standard Tranmissions Using ATF 5% 5% 5%

Standard Tranmissions Using engine oil 5% 5% 5%

Differentials / Transfer cases using EP Gear oil 5%

Differentials / Transfer cases using ATF 5% 5% 5%

Power Steering Pumps 3% 3% 3 - 5%

Gear Drives (w/EP Gear Oil) 5%

Hydrostatic Drives 3% 3% 3%

Powershift Transmissions 3% 3% 3%

Ag-tractor TDH systems 3% 3%

Hydraulic Systems 3% 3% 3 - 5%

Compressors 3% 3% 3 - 5%

Hydraulics/Compressors with Water separators 3 - 5%

Manufactured by:	 Maryn International Ltd.
Distributed by:		  Power Up USA 
			   (A Division of Kleenoil USA)
			   6913 Ave K, Ste 303
			   Plano, Texas  75074
Telephone:		  (972) 633-2226
			   (800) 897-6937
Fax:			   (972) 633-0027
Email:			   info@powerupusa.net
Website:			  www.powerupusa.net

Better Fuel Economy

Insurance

Retention Agent

Pour Point
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Extended Oil Intervals

Downtime

Extended Service Life

Peace of Mind
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Less frictional drag in engines 
with NNL 690 and up to 10% 
saving in fuel using Gen 49D 
or LHP-454.

Preventing major breakdowns 
and repairs (Overheating, anti-
freeze leaks, loss of oil, etc.)

Establishes a protective film 
on metal parts.   No more cold 
or dry starting (winterizing).

Prevents cavitation and 
shudder.  Dramatically 
decreases wear and stress 
on hydraulic pumps and 
motors during cold operating 
conditions (57⁰F degrees).

Magnifies your additive package 
10 to 15 times and boosts TBN.

This can be the most costly 
expense to your operation.  
POWER UP WILL HELP!

Power Up can increase 
component life up to 2.5 times 
longer.  Nobody prevents wear 
like Power Up!  What is your 
equipment worth to you?

Knowing that you are getting 
the best protection that modern 
technology can provide.

POWER UP MAKES YOU MONEY....8 WAYS POWER UP PRODUCTS PAY FOR THEMSELVES
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